Client

HIRANMAYE ENERGY LIMITED

Capacity 2*150 MW

Unit 150 MW

Application CEP-1 CEP-2
Motor Design Data Collected

Motor Data

Motor Make BHEL

Motor Type VERTICAL/DOL STARTED

Motor Voltage 6600 V

Motor Rated Power KW 600 KW

Motor Rated Speed 1484

Motor Rated Current 65 A

Motor Power Factor 0.85

Pump Design Data Collected

Tolat Pump 2

Numbers of Pump run at Full Load 1

Number of standby Pump 1

Type VERTICAL, CANISTER TYPE
Flow Control Type MOV

Rated Flow 140 M3/H
Rated Pressure 24.82 Kg/cm?
Total Head Developed 250 mlc
Pump Rated Speed 1485

Annual Operation Hours 4000 HRS.
Selling Cost Per Unit

Unit Capacity 150 MW
Actual Generation 150 MW

Present Running Data Collected

Deaerator Elevation 22 m
Deaerator Level at full load 2500 mm
Deaerator Pressure at full load 7.7 Ksc
Present Running Current 52.13 A/150 MW
Conrol Volve Position(%) 81%
Present Flow before control Valve N/A
Present Flow after control Valve 390 TPH
Running Pressure before control Valve 21.8 Ksc
Running Pressure after control Valve (LPH O/L) 9.3 Ksc
Power Factor 0.859
Present Power Consumption in KW/Hr 523 KW

*Pump Curvs
*Data Sheet of Control Volve




